
F114 steel guide bushes in H8 diameter tolerance to optimize the perfect finish of the 
part. For other dimensions, request the manufacturer. 

Accesories for the Broaching machine BM25 

Bushings

Reference Model Diameter Length Tolerance Broaches

125-09-01-CBR-00002 A 10 mm 32 mm J9 2 - 3 mm

125-09-01-CBR-00004 B 12 mm 46 mm J9 4 - 5C mm

125-09-01-CBR-00005 B 14 mm 46 mm J9 4 - 5C mm

125-09-01-CBR-00006 B 16 mm 46 mm J9 4 - 5C mm

125-09-01-CBR-00007 B 17 mm 46 mm J9 4 - 5C mm

125-09-01-CBR-00008 C 18 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00009 C 19 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00010 C 20 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00011 C 22 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00012 C 24 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00013 C 25 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00014 C 28 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00015 C 30 mm 65 mm J9 5 - 6 - 8 mm

125-09-01-CBR-00016 D 32 mm 102 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00017 D 35 mm 102 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00018 D 38 mm 102 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00020 D 40 mm 102 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00021 D 42 mm 102 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00022 D 45 mm 127 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00023 D 48 mm 127 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00024 D 50 mm 127 mm J9 10 - 12 - 14 mm

125-09-01-CBR-00025 E 55 mm 127 mm J9 16 - 18 mm

125-09-01-CBR-00026 E 60 mm 154 mm J9 16 - 18 mm

125-09-01-CBR-00027 E 65 mm 154 mm J9 16 - 18 mm

125-09-01-CBR-00028 F 70 mm 154 mm J9 20 - 22 - 24 - 25 mm

125-09-01-CBR-00029 F 75 mm 154 mm J9 20 - 22 - 24 - 25 mm

125-09-01-CBR-00030 F 80 mm 154 mm J9 20 - 22 - 24 - 25 mm

125-09-01-CBR-00031 F 85 mm 154 mm J9 20 - 22 - 24 - 25 mm

125-09-01-CBR-00032 F 90 mm 154 mm J9 20 - 22 - 24 - 25 mm

125-09-01-CBR-00033 F 95 mm 154 mm J9 20 - 22 - 24 - 25 mm

PRADA NARGESA, S.L.  ·  Ctra. De Garrigàs a Sant Miquel s/n · 17476 Palau de Santa Eulàlia (Girona) ESPAÑA  ·  Tel. 0034 972 568 085 · nargesa@nargesa.com · www.nargesa.com




